
JOB                       

ARCH.         

CONTR.     

SUB. CONTR.

DRAWN BY          - DATE:    

SHEET

 OF 

DWG. NO.

SVD-10

UNITS REQUIRED
NET OPENING

DOME COLOR

MODEL

:

:
:
: SVD-10- 

FINISH :

NOT TO SCALE

PLAN VIEW-  SVD -10

INSIDE DIM.

IN
S

ID
E

 D
IM

.

A

A B

B

(DOUBLE DOME OPTIONAL)

CURB FRAME

LID LIFTING ARM

CURB FLASHING

16 GA GALV. STL.

14 GA GALV. STL.

7/16"Ø STL. TORSION
SPRING

FUSE LINK
(U.L. APPROVED)

INSIDE MANUAL RELEASE

LATCH ASSEMBLY
SPRING

14 GA GALV. STL. GUTTER 16 GA GALV. STL. COVER

SECTION VIEW
NOT TO SCALE

ACRYLIC DOME

WEEP HOLES 18" O.C. HEAVY DUTY HINGE
RETAINING FRAME
EXTRUDED ALUM.

NET OPENING

FLANGE ON WIDTH
FLANGE ON LENGTH 2-3/4"

UNIT SHALL BE 
CONSTRUCTED WITH ALL 
JOINTS AND SEAMS CUT TO 
MATCH FIT AND 
COMPLETELY WELDED TO 
INSURE MAXIMUM STRENGTH 
AND WATER TIGHTNESS. 
ACRYLIC PLASTIC OF A 
THICKNESS AND 
CONFIGURATION TO 
SUPPORT LIVE LOAD 
REQUIREMENTS OF THE 
UNIFORM BUILDING CODE.
UNIT SHALL BE FACTORY 
PRIME PAINTED AND 
SUPPLIED TO JOB SITE 
COMPLETE AND READY FOR 
INSTALLATION.

THIS DOUBLE DOOR HEAVY 
DUTY SMOKE VENT HAS 
BEEN TESTED TO MEET THE 
STRINGENT REQUIREMENTS 
OF UBC 15-7. THE DOORS 
WILL OPEN AGAINST A 10PSF 
SNOW LOAD.                                                    
              

SPECIFICATIONS :
GASKET

IR

1" RIGID INSULATION

FUSE LINK :

NOTE: CHAIN RELEASE 16'

4"


