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LATCH DEVICE

LEVER HANDLE

PULL HANDLE
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WEATHER STRIP

 

"T" HANDLE

INSIDE

NOT TO SCALE
PLAN VIEW

NET OPENING

COMPRESSION SPRING
OPERATOR
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OUTSIDE

SPECIFICATIONS :
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SIDE VIEW
NOT TO SCALE

NET OPENING

12
"

BUTT STL. HINGE WITH
BRASS PIN

 

MODEL - RHD

WEEP HOLES 18" O.C.

ACRYLIC DOMES

EXTRUDED ALUM.
RETAINING FRAME

FORMED ALUM. COVER

AUTOMATIC HOLD
OPEN ARM

GRIP HANDLE
RED VINYL

4"

1 3/4" 3/8" Ø ANCHOR BOLTS (TYP.
ALL FOUR CORNERS)

ROOF DECK BY OTHERS

CANT BY OTHERS

ROOFING BY OTHERS

INSULATION
1" RIGID

FRAME AND FLASHING
14 GA GALV. STL. CURB

LID FINISH 
DOMECOLOR
UNITS REQUIRED
NET OPENING
MODEL

: 

: 
: 

: 

: RHD- 

OUTSIDE LOCK HASP

INSIDE LOCK HASP

OUTSIDE LOCK HASP

INSIDE LOCK HASP

SECTION 
SCALE : 1/8" = 1"

FRAME FINISH : 

ALL PARTS SHALL BE NEATLY FORMED AND FABRICATED WITH ALL JOINTS AND 
SEAMS COMPLETELY WELDED TO INSURE WATER TIGHTNESS . ALUMINUM COVER, 
COVER LINER TO BE MILL FINISH. CURB FRAME AND CURB TO BE PRIME PAINTED. 
UNIT SHALL BE SUPPLIED COMPLETELY ASSEMBLED AND READY FOR 
INSTALLATION. UNIT WILL OPEN TO MAXIMUM 75° POSITION. ACTUAL NUMBER OF 
SPRING OPERATORS TO BE DETERMINED AS NEEDED FOR SMOOTH OPERATION 
OF UNIT. 


